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Order No.   �%�ý�f�ó�b���_�n���E�=

33-5510-10   Flumsys 10SC Streaming Current Detector

33-5510-11   Flumsys 10SC cleaning solenoid valve

33-5510-12 �;�5�s�;�f�’�f��nönõ�…�����;�Ö�n�ó�����=�����Á�5�n�ý�b

50-5510-10 �;�5�s�;�f�’�f��nönõ�…�����~�Œ�;�)���1���n

 

 

JENSPRIMA

Technical parameter
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Communication: 
���5�Ö�b�;���b�ý�5�Ö�’oâ
Automatic cleaning:
 
Data storage:

Sampling requirements:
���;�5�E�Œ���b�Ö�n�ý���b�ý�a�s���b�ý�;�ý�=�n�foâ
Protection class: 
Dimensions: 

Weight: 

Streaming Current
-1000~1000SC
p¦nõo³nöpº
p¦nõo³nöpº
1s
�d�_�ý�b�Ö�n���=�����n�ý�;�_�ý�b�Ö�n�s�b�ýoânõp2núnõq‡��
220VAC,50/60Hz
7"Touch screen LCD display
�…����nùp2n÷nõ�;�����Ö�=�ù���~�D�%��nùp2n÷nõ�;�����E�s�n�_�s�no �́��\�Ö�‘o³��núnõnõ�d
RS485 Modbus RTU
High/low alarm contact output, 24VDC/1A
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Real-time data recording, 
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1 ~ 4L/min
Controller: IP65, Sensor: IP54
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