
JENSPRIMA

CONTROLLER & SENSOR

Membrane/Micro Dissolved Oxygen Electrode
innoSens 420/428

Measuring rangeoâ

Temperature compensationoâ

Working temperature:

Maximum pressureoâ

Flow rate requirementsoâ

Materialoâ

Installationoâ

Connection threadoâ

Cable lengthoâ

Protection classoâ

Applicationoâ
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Technical parameter

Features

pù Adopts Clark measurement technology
pù Built-in temperature probe compensation
pù High accuracy and stability
pù Integral membrane head assembly for easy replacement
pù Low purchase cost

pù Fluorescence quenching measurement technology
pù Built-in temperature probe compensation
pù nønönû�V���f�n�Ö���=�5�ý�f�f���f�n�ý�ý�5�����E�s�f���=��
pù No membrane or electrolyte required
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Applications
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Applicable Controllers
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Flumsys 10TC Controller
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innoSens 420
Dissolved Oxygen
Electrode

innoSens 428
Dissolved Oxygen
Electrode
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Power plant, Boiler water

 

Features

Measurement parameters
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Applicable Controllers
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Measuring rangeoâ

Detection limitoâ

Resolution:

Accuracyoâ

Working temperatureoâ

Maximum pressureoâ

Materialoâ

Installationoâ

Cable lengthoâ

Protection classoâ

Applicationoâ


